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Za proizvod Gradevinski lepak ,,TX 85*

1. Jedinstvena identifikaciona oznaka za
tip proizvoda:

~ 2. Tip, serijski ili redni broj ili neki drugi
element, na osnovu kojeg je moguce
prepoznati gradevinske proizvode, u
skladu sa ¢lanom 11(4):

3. Predvidena upotreba ili predvidene
vrste upotrebe gradevinskog proizvoda, u
skladu sa veZzecom harmonizovanom
tehnickom specifikacijom, koje je
predvideo proizvodac:

4. Ime, registrovano trgovacko ime ili
registrovano zastiéeno ime i adresa
proizvodaca u skladu sa ¢lanom 11(5):

an 5. Ako je primenjivo, ime ili adresa lica
ovlascéenog za zastupanje ¢iji mandat
obuhvata zadatke koji su definisani
¢lanom 12(2):

6. Sistem ili sistemi ocenjivanja i
proveravanja postojanosti svojstava
gradevinskog proizvoda, Sto je prikazano u
prilogu V:

7. U sluéaju izjave o svojstvima za
gradevinske proizvode obuhvacene
harmonizovanim standardom:

EN 12004 - C2TE

broj Sarze i datum proizvodnje su

oznaceni na ambalazi proi:

rvoda

plo¢ice, mermerne i granit

e plocice, za

TX 85- gradevinski lepak Ikeramiéke

unutrasnje i spoljasnje ra

FASADA DOO
Banovacka 66
22300 Stara Pazova
Srbija

Sistem 3

EN 12004:2007 +A1:2012 L
plocice- Zahtevi, vrednova

ve

epak za
je,

usaglasavanje, klasifikacije i oznake




Naziv i identifikacioni broj:

Provela je:

8. U sluéaju izjave o svojstvima ovog
gradevinskog proizvoda, za koji je bila

TZUS
Tehnical and Test Institute for
Construction Prague
Chech Republic

Akreditovana ispitna laboratorija br.
1020

Utvrdivanje vrste proizvoda na osnovu
tipskog ispitivanja i izdala jzvestaj o
ispitivanju broj 11020-CPR-020-034848

izdata evropska tehnic¢ka ocena: N/P

9.Deklarativna svojstva:

Osnovna svojstva Vrednost Testiranje
vrednosti u
skladu sa
standardom

Reakcija na vatru E EN 13501-1+A1

Pocéetna évrstoca 21,0 MPa EN 1348

Postojanost adhezije nakon uranjanja u 21,0 MPa EN 'r348

vodu:

Postojanost adhezije nakon toplotnog 21,0 MPa EN lr348

starenja:

Postojanost adhezije nakon ciklusa 21,0 MPa EN |T348

smrzavanja - odmrzavanja:

Otvoreno vreme: ¢vrstoca prijanjanja 20,5 Mpa nakon EN 1346

vremena ne manjeg
od 30 minuta
Klizanje <0,5mm EN 1308

10. Svojstva proizvoda, navedene u tacki 12, su u skladu sa navedenim deklgrativnim

svojstvima iz tacke 9.

Za izdavanje izjave o svojstvima je odgovoran isklju€ivo proizvodac naveden U tacki 4.

Potpisao izjavu u ime proizvgd/aéé‘jﬁ

U Staroj Pazovi, 11.04.2016
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Jelena Sijan

InZenjer na podruéju kontrole kvaliteta i
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DECLARATION OF PERFORMANCE FOR ,,TX 85¢

NO. 003/2016

1.The unique identification code of the
product type

2.Type, batch or serial number or any

— other element allowing identification of the
construction product as required pursuant
to Article 11(4):

3. Intended use or uses of the construction
product, in accordance with the applicable
harmonised technical specification, as
foreseen by the manufacturer:

4. Name, registered trade name or
registered trade mark and contact address
of the manufacturer as required pursuant
to Article 11(5):

= 5. Where applicable, name and contact
address of the authorised representative
whose mandate covers the tasks specified
in Article 12(2):

6. System or systems of assessment and
verification of constancy of performance of
the construction product as set out in

Annex V:

7. In case of the declaration of
performance concerning a construction
product covered by a harmonised
standard:

EN 12004 - C2TE

batch number and manufagture date
are marked on the packaging

ceramic tiles, marble and granite tiles,
for indoor and outdoor us

TX 85- construction adhes%e for
FASADA DOO
Banovacka 66
22300 Stara Pazova
Srbija

System 3

EN 12004:2007 +A1:2012 :fhesives for
tiles- Requirements, evaluation of
conformity, classification and
designation




name and identification number of the

notified body: TZUS
Tehnical and Test Institute for
Construction Prague

performed by: Chech Republic
Notified Body 1020

based of standard tests an issuing

Determining the types of :Educts
8. In case of the declaration of test report number 11020-CPR-020-

performance concerning a construction 034848
product for which a European Technical
Assessment has been issued:

N/P

9. Declared performance:

Name of characteristic:
according to

Performance: Testing value

standard:
geaction to fire | E | EN 13501-1+A1
Initial tensile adhesion strength | 21,0 MPa | EN 1348
Tensile adhesion strength after water 21,0 MPa ’ EN 1348
immersion
| Tensile adhesion strength after heat ageing | 21,0 MPa | EN 1348
Tensile adhesion strength after freeze-thaw , 21,0 MPa ’ EN 1348
cycles
Determination of open time:tensile adhesion 20,5 Mpa after EN 1346
strength not less then 30
minutes
Determination of slip | <0,5mm | EN 1308

10. The performance of the product identified in points 1 and 2 is in conformity with the
declared performance in point 9.

This declaration of performance is issued under the sole responsibility of the manufacturer
identified in point 4.

Signed for and on behalf of the manufaé'iuﬁes@y Jelena Sijan

In Stara Pazova, 11.04.2016. Engineer in the field of quality control and

' product development




